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GAS SPRINGS

GSNI BLACK NITRIDE SHAFT GAS SPRING, THE NITRIDER™ !

The GSNI Black Nitride Shaft Gas Spring. This gas spring the Nitrider ™ combines all the proven reliability
you've come to expect from an SPD Gas Spring along with the added feature of a nitride shaft. The GSNI Gas Spnng i
incorporates a strong annealed steel rod with a Nitride coating for added corrosion resistance, especially =
when used with the PS30B1 compaosite end fitting with nitricled clip. The Nitrider™ surpasses a
200 hour salt spray test! This gas spring is an ideal choice where exceptional quality,
corrosion resistance, and an overall black appearance are important to

your application.

The GSNI series gas spring
Comes standard with the PS3081
end fitting except for the GSNI-3100 series which

Gas springs may be ordered with a chrome plated rod in place of the nitrided rod on a come standard with the PS100 end fitting.

special order basis. Please use prefix “GSCS" to order.
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Part Numbers
Lif]il?h iz:qut: P1 Forces Available s;qt.fE nd
(ins) (ins) ) ftting
SPD-GSNI-2900 7.50 5.50 2.00 8 18 100 EF-PS30B1
SPD-GSNI-2000 10.00 7.00 3.00 8 18 700,120,150 EF-PS30B1
SPD-GSNI-2100 11.90 8.40 3.50 8 18 20,30,40,50,60,90,120,150 EF-PS30B1
SPD-GSNI-5100 12.00 8.50 3.50 8 18 90 EF-PS30B1
SPD-GSNI-8652 15.00 9.50 550 8 18 90 EF-PS30B1
SPD-GSNI-2150 15.25 9.75 550 8 18 30,60.90,120.150 EF-PS30B1
SPD-GSNI-5200 17.00 10.25 6.75 8 18 90 EF-PS30B1
SPD-GSNI-2200 17.00 11.00 6.00 8 18 20.30,40,50,60.90,120.150 EF-PS30B1
SPD-GSNI-2250 18.50 11.25 725 8 18 90.120.150 EF-PS30B1
SPD-GSNI2300 | _ 20.00 12.00 8.00 8 18 20,30,40,60,70,75,80,90,100,110,130,120,150 | EF-PS30B1
SPD-GSNI-3100 | 28.00 16.50 11.50 10 2 100,120,150,175,200,250 EF-PS100BP
SPD-GSNI-4900 7.50 550 2.00 6 15 10.20,30,40,60,80 EF-PS30B1
SPD-GSNI-5000 10.00 7.00 3.00 6 15 10.20,30,40,60,80 EF-PS30B1
SPD-GSNI-5100 12.00 8.50 3.50 6 15 20,30,40,60 EF-PS30B1
SPD-GSNI-5150 15.00 9.50 550 6 15 20,30.,40,60,80 EF-PS30B1
SPD-GSNI-5200 17.00 10.25 6.75 6 15 20,30,40,50,60,75 EF-PS30B1
SPD-GSNI-5250 18.50 11.25 7.25 6 15 20,30,45,60,75 EF-PS30B1
SPD-GSNI-5300 | 20.00 12.00 8.00 6 15 70.20,30.40,50,60 EF-PS30B1

Other end fittings are available. Please call for availability.
Note: Complete part numbers consist of base gas spring part number followed by the P1 force: i.e.: SPD-GSNI-2100-90.

GSGT MULTI-RANGE GAS SPRING, THE MULTI STOP™!

The GSGT Multi-Range Gas Spring. This gas spring the Multi Stop™ operates much like the standard Nitrider™ in that it allows a lid or door to
open to 90° and lock internally. By applying an additional opening force the gas spring “breaks away" and continues to extend to the
desired fully opening angle (typically 170°- 180°). The gas spring will work the same way when compressing or closing the lid.
Grooves in the tube allow the Multi Stop™ gas spring to stop at various angles depending on how many grooves are
On the tube.

The GSGT Multi Stopm is a special order item only and can be custom designed fo fit your particular application.
SPD can design the gas spring to your desired length, stroke, force and number of stops
by varying the number of grooves formed info the tube.

The GSGT Multi Stop gas spring is an excellent choice for RV .fug]%age door on pop-outs.
Allow our engineering staff to assist you in designing the Multi Stop™ into
Your design.
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TO ORDER, FAX US AT 1-800-350-6203 OR CALL US AT 1-800-720-2633
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